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/€ STAMPING FASTENERS SERIES

&
<

D>9<300mm

ing Rings For Shafts - Normal Type

b

Main

K5.SK

customized material

surface

US304.316(A2.

spring steelin black,mechanical galvanizing,nickel plating,
Dacromet coating treatment

D=170mm

=

T JX-DIN471 - D72
Type Size
and Code

Material
Mateial:65MN

Part Number Designation
- 65MN

Material

Code

Part Number Designation

JX-DIN471 - D72 - SS
r T)*pe Size Material
© and Code Code
r Material
Mateial:Stainless steel

Unit:mm

P/N S d3 Weight

Size a | b | ds|ofi000

° 65MN Sk5 Sk7 Stainless steel per. [P 05| & || i r.-:ekc;i

dev. dev.
72 |JX-DIN471-D72-65MN |JX-DIN471-D72-SK5 |JX-DIN471-D72-SK7 [JX-DIN471-D72-SS | 2.5 8.2 | 6.8 3 22.5
75 |JX-DIN471-D75-65MN |JX-DIN471-D75-SK5 |JX-DIN471-D75-SK7 [JX-DIN471-D75-SS | 2.5 8.4 7 3 24.6
78 |JX-DIN471-D78-65MN |JX-DIN471-D78-SK5 [JX-DIN471-D78-SK7 |JX-DIN471-D78-SS | 2.5 +0.46| 8.6 | 7.3 3 26.2
80 |JX-DIN471-D80-65MN |JX-DIN471-D80-SK5 [JX-DIN471-D80-SK7 |[JX-DIN471-D80-SS | 2.5 1.1 8.6 | 7.4 3 27.3
82 |JX-DIN471-D82-65MN |JX-DIN471-D82-SK5 [JX-DIN471-D82-SK7 |JX-DIN471-D82-SS | 2.5 8.7 | 7.6 3 31.2
85 | JX-DIN471-D85-65MN |JX-DIN471-D85-SK5 [JX-DIN471-D85-SK7 |JX-DIN471-D85-SS 3 8.7 | 7.8 | 3.5 36.4
88 |JX-DIN471-D88-65MN |JX-DIN471-D88-SK5 [JX-DIN471-D88-SK7 |JX-DIN471-D88-SS 3 8.8 8 3.5 41.2
90 |JX-DIN471-D90-65MN |JX-DIN471-D90-SK5 [JX-DIN471-D90-SK7 |JX-DIN471-D90-SS 3 0.08 . 8.8 | 8.2 | 3.5 44.5
95 |JX-DIN471-D95-65MN |JX-DIN471-D95-SK5 |JX-DIN471-D95-SK7 [JX-DIN471-D95-SS 3 89.5 9.4 | 8.6 | 3.5 49
100 |JX-DIN471-D100-65MN [JX-DIN471-D100-SK5|JX-DIN471-D100-SK7|JX-DIN471-D100-SS| 3 94.5 9.6 9 3.5 53.7
105 | JX-DIN471-D105-65MN [JX-DIN471-D105-SK5|JX-DIN471-D105-SK7[JX-DIN471-D105-SS| 4 ij‘f:“ 9.9 | 9.3 | 3.5 80
110 |JX-DIN471-D110-65MN [JX-DIN471-D110-SK5|JX-DIN471-D110-SK7(JX-DIN471-D110-SS| 4 103 10.1| 9.6 | 3.5 82
115 | JX-DIN471-D115-65MN [JX-DIN471-D115-SK5|JX-DIN471-D115-SK7(JX-DIN471-D115-SS| 4 108 10.6 | 9.8 | 3.5 84
120 |JX-DIN471-D120-65MN [JX-DIN471-D120-SK5|JX-DIN471-D120-SK7(JX-DIN471-D120-SS| 4 113 11 [(10.2| 3.5 86
125 | JX-DIN471-D125-65MN [JX-DIN471-D125-SK5|JX-DIN471-D125-SK7[JX-DIN471-D125-SS| 4 118 11.4 | 10.4 4 90
130 |JX-DIN471-D130-65MN [JX-DIN471-D130-SK5[JX-DIN471-D130-SK7|JX-DIN471-D130-SS| 4 123 11.6 | 10.7 4 100
135 | JX-DIN471-D135-65MN [JX-DIN471-D135-SK5|JX-DIN471-D135-SK7(JX-DIN471-D135-SS| 4 128 11.8| 11 4 104
140 | JX-DIN471-D140-65MN [JX-DIN471-D140-SK5|JX-DIN471-D140-SK7[JX-DIN471-D140-SS| 4 133 12 | 11.2 4 110
145 | JX-DIN471-D145-65MN [JX-DIN471-D145-SK5|JX-DIN471-D145-SK7|JX-DIN471-D145-SS| 4 138 12.2 | 11.5 4 115
150 |JX-DIN471-D150-65MN [JX-DIN471-D150-SK5|JX-DIN471-D150-SK7|JX-DIN471-D150-SS| 4 0 142 13 [11.8 4 120
155 | JX-DIN471-D155-65MN [JX-DIN471-D155-SK5[JX-DIN471-D155-SK7|JX-DIN471-D155-SS| 4 -0.1 | 146 [+0.63| 13 12 4 135
160 |JX-DIN471-D160-65MN [JX-DIN471-D160-SK5|JX-DIN471-D160-SK7|JX-DIN471-D160-SS| 4 ?*1.5 13.3]12.2 4 150
165 |JX-DIN471-D165-65MN [JX-DIN471-D165-SK5|JX-DIN471-D165-SK7|JX-DIN471-D165-SS| 4 155.5 13.5|12.5 4 160
170 |JX-DIN471-D170-65MN [JX-DIN471-D170-SK5[JX-DIN471-D170-SK7|JX-DIN471-D170-SS| 4 160.5 13.5|12.9 4 170
175 | JX-DIN471-D175-65MN [JX-DIN471-D175-SK5|JX-DIN471-D175-SK7[JX-DIN471-D175-SS| 4 165.5 13.5|12.9 4 180
180 |JX-DIN471-D180-65MN [JX-DIN471-D180-SK5|JX-DIN471-D180-SK7(JX-DIN471-D180-SS| 4 170.5 14.2 | 13.5 4 190
185 | JX-DIN471-D185-65MN [JX-DIN471-D185-SK5|JX-DIN471-D185-SK7(JX-DIN471-D185-SS| 4 175.5 14.2 | 13.5 4 200
190 |JX-DIN471-D190-65MN [JX-DIN471-D190-SK5|JX-DIN471-D190-SK7(JX-DIN471-D190-SS| 4 180.5 14.2 | 14 4 210
195 | JX-DIN471-D195-65MN [JX-DIN471-D195-SK5|JX-DIN471-D195-SK7(JX-DIN471-D195-SS| 4 m 14.2 | 14 4 220
200 [JX-DIN471-D200-65MN|JX-DIN471-D200-SK5[JX-DIN471-D200-SK7|JX-DIN471-D200-SS| 4 190.5 14.2 | 14 4 230
210 [JX-DIN471-D210-65MN |JX-DIN471-D210-SK5[JX-DIN471-D210-SK7|JX-DIN471-D210-SS| 5 198 14.2 | 14 4 248
220 [JX-DIN471-D220-65MN |JX-DIN471-D220-SK5[JX-DIN471-D220-SK7|JX-DIN471-D220-SS| 5 W:{);z 14.2 | 14 4 265
230 |JX-DIN471-D230-65MN [JX-DIN471-D230-SK5|JX-DIN471-D230-SK7|JX-DIN471-D230-SS| 5 218 14.2 | 14 4 290
240 |JX-DIN471-D240-65MN |JX-DIN471-D240-SK5[JX-DIN471-D240-SK7|JX-DIN471-D240-SS| 5 228 14.2 | 14 4 310
250 |JX-DIN471-D250-65MN [JX-DIN471-D250-SK5|JX-DIN471-D250-SK7|JX-DIN471-D250-SS| 5 0 238 14.2 | 14 4 335
260 |JX-DIN471-D260-65MN [JX-DIN471-D260-SK5|JX-DIN471-D260-SK7|JX-DIN471-D260-SS| 5 |-0.12| 245 16.2 | 16 5 355
270 |JX-DIN471-D270-65MN [JX-DIN471-D270-SK5|JX-DIN471-D270-SK7|JX-DIN471-D270-SS| 5 255 16.2 | 16 5 375
280 |JX-DIN471-D280-65MN [JX-DIN471-D280-SK5|JX-DIN471-D280-SK7|JX-DIN471-D280-SS| 5 265 |+0.81| 16.2 | 16 5 398
290 |JX-DIN471-D290-65MN [JX-DIN471-D290-SK5|JX-DIN471-D290-SK7|JX-DIN471-D290-SS| 5 F-Z 16.2 | 16 5 418
300 |JX-DIN471-D300-65MN [JX-DIN471-D300-SK5|JX-DIN471-D300-SK7|JX-DIN471-D300-SS| 5 285 16.2 | 16 5 440
TEEER: f@id<48mm, 54HRC, It . It

WEI90-4TOHVEA0-4THRC,
Hardness requirements: shaft diameter d < 48mm, hardness 470-580HY or 47-54HRC. 48mm < shaft diameter d s 200mm, hardness

435-530HV or 44-51HRC. 201

2 RINFBEIR JaMBALE.
Dimension n shall not exceed the maximum of dimension a

0 mm < shaft diameter d < 300 mm, hardness 390-470 HV or 40-47 HRC.
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_ial standard)-v type (N1308/NJV) ) r o _d
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. Type  Size
and  Code
Material

Type

Material

Main Material:65MN.SK5.5K7,SUS304.316(A2.A4)and other special customized material

Surface Treatment:stainless steel curing polished original color or spring steel in
black,mechanical galvanizing, nickel plating,Dacromet coating treatment

Part Number Designation
JX-M1308- 10 - 0.6 - ST

Thick Material

Code

Material:Carbon Steel

Part Number Designation
JX-M1308- 10 - 0.6 -

Material:Stainless Steel

Unit: mm

Size P/N h d3 b do

@ 65Mn Stainless Steel Max| Min|[Nom| Max | Min |[Nom [Max|Min [Min il €2
10| JX-M1308-10-6.7-65Mn JX-M1308-10-6.7-SS 0.6 | 0.55{10.9| 11.32| 10.77| 1.5[1.6|1.4[0.9| 6.7 | 7.3
12 | JX-M1308-12-8.1-65Mn JX-M1308-12-8.1-SS 0.6 | 0.55{13.1| 13.52| 12.97| 1.8 (19|17 | 1 | 8.1 | 8.8
15| JX-M1308-15-10.7-65Mn JX-M1308-15-10.7-SS 0.8 |0.75{16.1| 16.52| 15.97| 2 [2.1[19| 1 [10.7 [11.5
16| JX-M1308-16-11.5-65Mn JX-M1308-16-11.5-SS 1 0.94{17.3[17.72| 17.17| 2.1|2.2| 2 [1.3[11.5[12.4
17 | JX-M1308-16-12.5-65Mn JX-M1308-16-12.5-SS 1 10.94/18.3|18.72[ 18.17| 2.1 |2.2| 2 |1.3[12.5|13.4
18 | JX-M1308-18-13.3-65Mn JX-M1308-18-13.3-SS 1 0.94/19.5| 19.92| 19.37| 2.2 2.3|2.1|1.3]13.3|14.4
19| JX-M1308-19-14.3-65Mn JX-M1308-19-14.3-SS 1 |0.94/20.5|20.92| 20.37| 2.2 |2.3|2.1|1.3[14.3|15.4
20 | JX-M1308-20-15.1-65Mn JX-M1308-20-15.1-SS 1 ]0.94[21.5|21.92| 21.37| 2.3|2.4|2.2|1.3]/15.116.2
21| JX-M1308-21-15.9-65Mn JX-M1308-21-15.9-SS 1 |0.94/22.5|22.92| 22.37| 2.4|25|2.3(1.3/159| 17
22| JX-M1308-22-16.9-65Mn JX-M1308-22-16.9-SS 1 ]0.94/23.5|23.92| 23.37| 2.4[25[2.3[1.3]/16.9] 18
24 | JX-M1308-24-18.1-65Mn JX-M1308-24-18.1-SS 1.2]1.14/25.9]| 26.32| 25.69| 2.8 (2.9|2.7 |1.5/18.1]|19.4
25| JX-M1308-25-18.9-65Mn JX-M1308-25-18.9-SS 1.2 1.14/26.9| 27.32| 26.69| 2.8 (2.9|2.7 |1.5/18.9]20.2
26 | JX-M1308-26-19.7-65Mn JX-M1308-26-19.7-SS 1.2 11.14[27.9] 28.32| 27.69| 3 [3.1[2.9|1.5/19.7| 21
27 | JX-M1308-27-20.7-65Mn JX-M1308-27-20.7-SS 1.2]1.14/29.1]| 29.52| 28.89| 3 [3.1[2.9|1.5/20.7|22.2
28 | JX-M1308-28-21.5-65Mn JX-M1308-28-21.5-SS 1.2]1.14/30.1| 30.6 | 29.85| 3.1[3.2| 3 |1.5/21.5] 23
30| JX-M1308-30-23.3-65Mn JX-M1308-30-23.3-SS 1.2 (1.14/32.1| 32.6 | 31.85| 3.2[3.3|3.1[1.5|23.3|24.8
32| JX-M1308-32-25.1-65Mn JX-M1308-32-25.1-SS 1.2 1.14/34.4| 34.9|34.15| 3.3[3.4(3.2|1.5/25.1|26.9
33| JX-M1308-33-26.1-65Mn JX-M1308-33-26.1-SS 1.21.14/35.5| 36 |35.25| 3.3(3.4(3.2|1.5/26.1|27.9
35| JX-M1308-35-27.9-65Mn JX-M1308-35-27.9-SS 1.5 1.44/37.8| 38.3 | 37.55| 3.4(3.5[3.3(1.7|27.9| 30
36 | JX-M1308-36-28.5-65Mn JX-M1308-36-28.5-SS 1.5 | 1.44/38.8| 39.3 | 38.55| 3.6|3.7(3.5|1.7|28.5|30.6
38| JX-M1308-38-30.1-65Mn JX-M1308-38-30.1-SS 1.5 | 1.44/40.8| 41.3 | 40.55| 3.8 (3.9(3.7 [1.7]|30.1 | 32.2
40 | JX-M1308-40-31-65Mn JX-M1308-40-31-55 1.75| 1.69|43.5| 44.4|43.11| 42|44| 4 | 2| 31 |33.7
42 | JX-M1308-42-33-65Mn JX-M1308-42-33-SS 1.75| 1.69|45.5| 46.4 | 45.11| 42 |44| 4 | 2| 33 |35.7
45 | JX-M1308-45-35.6-65Mn JX-M1308-45-35.6-SS 1.75| 1.69|48.5| 49.4 | 48.11| 4.2 |4.4| 4 2 |35.6]38.7
47 | JX-M1308-47-37-65Mn JX-M1308-47-37-SS 1.75| 1.69/50.5| 51.6 | 50.04| 4.7 (49|45 | 2 | 37 |39.7
48 | JX-M1308-48-38-65Mn JX-M1308-48-38-SS 1.75[ 1.69|51.5| 52.6 | 51.04| 4.7 (49|45 | 2 38 |40.7
50 JX-M1308-50-39-65Mn JX-M1308-50-39-SS 2 | 1.93[54.2| 55.3|53.74| 5.2|54| 5 [2.5| 39 |42.2
52| JX-M1308-52-41-65Mn JX-M1308-52-41-SS 2 [1.93]56.2| 57.3|55.74| 5.2|54| 5 [2.5| 41 |44.2
55| JX-M1308-55-44-65Mn JX-M1308-55-44-SS 2 [1.93]59.2| 60.3|58.74| 5.2|54| 5 [2.5] 44 |47.2
57 | JX-M1308-57-46-65Mn JX-M1308-57-46-SS 2 |1.93[61.2| 62.3|60.74| 5.2|54| 5 [2.5| 46 |49.2
58 | JX-M1308-58-47-65Mn JX-M1308-58-47-SS 2 |1.93]62.2| 63.3|61.74| 52|54| 5 |[2.5] 47 |50.2
60 | JX-M1308-60-49-65Mn JX-M1308-60-49-SS 2 |1.93]64.2| 65.3|63.74| 52|54 5 [2.5] 49 |52.2
62 | JX-M1308-62-51-65Mn JX-M1308-62-51-SS 2 |1.93/66.2| 67.3|65.74| 52|54 5 |25 51 |54.2
65| JX-M1308-65-52.2-65Mn JX-M1308-65-52.2-SS 2.5|2.43/69.2| 70.3|68.74| 5.7 (59|55 [2.5/52.2| 56
67 | JX-M1308-67-54.7-65Mn JX-M1308-67-54.7-SS 2.5|2.43[71.5| 72.6 | 71.04| 57| 6 |54 |2.5|54.7| 58
68 | JX-M1308-68-55.7-65Mn JX-M1308-68-55.7-SS 2.5|2.43|72.5| 73.6 | 72.04| 57| 6 |54 |2.5/557| 59
72| JX-M1308-72-59.1-65Mn JX-M1308-72-59.1-SS 2.5|2.43|76.5| 77.6 | 76.04| 6 |6.3| 6 |2.5/59.1|62.4
80 | JX-M1308-80-67.1-65Mn JX-M1308-80-67.1-SS 2.5|2.43|85.5| 86.6 |86.26] 6 |6.3| 6 |2.5/67.170.9
85 | JX-M1308-85-70.9-65Mn JX-M1308-85-70.9-SS 3 | 2.92/90.5| 91.8|91.26| 6.6 6.9|6.3 | 3 |70.9|74.7
90 | JX-M1308-90-75.3-65Mn JX-M1308-90-75.3-SS 3 12.92/95.5| 96.8|96.26| 6.6 |6.9|6.3 | 3 |75.3|79.7
95 | JX-M1308-95-78.7-65Mn JX-M1308-95-78.7-SS 3 |2.92[100.5{ 101.8/101.26 7.4 |7.7|7.1 | 3 |78.7 | 83.1
100| JX-M1308-100-83.6-65Mn JX-M1308-100-83.6-SS 3 | 2.92[105.5| 106.8|106.2¢ 7.4 |7.7|7.1 3 |83.688.1
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