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Remark:We only show part of the specifications, we can also produce various sizes according to the customer's requirements
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Remark:We only show part of the specifications, we can also produce various sizes according to the customer's requirements

STAMPING FASTENERS SERIES
Constant-Tension Double Spring Clamps for Firm Hose and Tube

: 、 、Material 65MN Carbon steel Stainless steel

Part Number Designation
JX-DW -       6.1     -      65MN

Type                Size       Material
and                Code          Code

Material
:Mateial 65MN

Unit:mm inch、

Size

/P N

65MN Carbon steel Stainless steel

:Mateial Carbon steel

Part Number Designation
JX-DW -      6.1      - CS

Type                Size       Material
and                Code       Code

Material

JX-DW-6.1-65MN

A

min. max.

B

mm mm
mm

inch inch
inch

6.1 5.8 .23 6.4 .25
5 .197

JX-DW-6.8-65MN6.8 6.6 .26 7 .28

JX-DW-7.3-65MN7.3 7 .28 7.5 .3

JX-DW-7.6-65MN7.6 7.3 .29 7.8 .31
5.2 .205

JX-DW-8.1-65MN8.1 7.8 .31 8.3 .33

JX-DW-8.6-65MN8.6 8.3 .33 8.8 .35
5.5 .217

JX-DW-9.1-65MN9.1 8.8 .35 9.3 .37

JX-DW-9.6-65MN9.6 9.3 .37 9.9 .39

JX-DW-10.1-65MN10.1 9.8 .39 10.4 .41

JX-DW-10.7-65MN10.7 10.4 .41 11 .43
6.3 .248

JX-DW-11.3-65MN11.3 11 .43 11.6 .46

JX-DW-11.9-65MN11.9 11.6 .46 12.3 .48

JX-DW-12.6-65MN12.6 12.1 .48 13.1 .52

JX-DW-13.3-65MN13.3 12.9 .51 13.6 .54
7.3 .287

JX-DW-13.7-65MN13.7 13.3 .52 14.1 .56

JX-DW-14-65MN14 13.6 .54 14.4 .57

JX-DW-14.8-65MN14.8 14.4 .57 15.1 .59

JX-DW-15.6-65MN15.6 14.8 .58 15.9 .63

JX-DW-15.8-65MN15.8 15.5 .61 16.3 .64 8.4 .331

JX-DW-16.4-65MN16.4 15.9 .63 16.8 .66

JX-DW-17.3-65MN17.3 16.8 .66 17.7 .7

JX-DW-18.2-65MN18.2 17.7 .7 18.7 .74 9 .354

JX-DW-19.2-65MN19.2 18.7 .74 19.6 .77

JX-DW-20.2-65MN20.2 19.6 .77 20.6 .81 9.5 .374

JX-DW-21.2-65MN21.2 20.6 .81 21.6 .85

JX-DW-22.1-65MN22.1 21.5 .85 22.6 .89

JX-DW-22.6-65MN22.6 22 .87 23.1 .91
10.7 .421

JX-DW-23.1-65MN23.1 22.5 .89 24 .94

JX-DW-24.2-65MN24.2

41

.93 24.7 .97

JX-DW-25.2-65MN25.2

23.5

.96 26 1.02

JX-DW-25.8-65MN25.8

24.4

.99 26.4 1.04

JX-DW-26.3-65MN26.3

25.1

1.02 27.4 1.08 11.4 .449

JX-DW-27.5-65MN27.5

25.8

1.05 28.1 1.11

JX-DW-28.7-65MN28.7

26.7

1.1 29.4 1.16

JX-DW-30-65MN30

27.9

1.15 30.9 1.22

JX-DW-31.3-65MN31.3

29.3

1.2 32 1.26

JX-DW-32.7-65MN32.7

30.4

1.26 34.1 1.34
12.8 .504

JX-DW-34.1-65MN34.1

32

1.31 34.8 1.37

JX-DW-35.6-65MN35.6

33.2

1.33 36.4 1.41

JX-DW-37.5-65MN37.5

34.6

1.36 38 1.43

JX-DW-38.5-65MN38.5

36.2

1.43 39.7 1.5

JX-DW-39.6-65MN39.6

37.7

1.48 40.5 1.56

JX-DW-40.5-65MN40.5

38.5

1.52 41.4 1.59

JX-DW-41.5-65MN41.5

39.4

1.55 42.3 1.63 14.8 .5.83

JX-DW-42.2-65MN42.2

40.7

1.6 43.2 1.67

JX-DW-44-65MN44 42.5 1.67 45.5 1.7

JX-DW-6.1-CS

JX-DW-6.8-CS

JX-DW-7.3-CS

JX-DW-7.6-CS

JX-DW-8.1-CS

JX-DW-8.6-CS

JX-DW-9.1-CS

JX-DW-9.6-CS

JX-DW-10.1-CS

JX-DW-10.7-CS

JX-DW-11.3-CS

JX-DW-11.9-CS

JX-DW-12.6-CS

JX-DW-13.3-CS

JX-DW-13.7-CS

JX-DW-14-CS

JX-DW-14.8-CS

JX-DW-15.6-CS

JX-DW-15.8-CS

JX-DW-16.4-CS

JX-DW-17.3-CS

JX-DW-18.2-CS

JX-DW-19.2-CS

JX-DW-20.2-CS

JX-DW-21.2-CS

JX-DW-22.1-CS

JX-DW-22.6-CS

JX-DW-23.1-CS

JX-DW-24.2-CS

JX-DW-25.2-CS

JX-DW-25.8-CS

JX-DW-26.3-CS

JX-DW-27.5-CS

JX-DW-28.7-CS

JX-DW-30-CS

JX-DW-31.3-CS

JX-DW-32.7-CS

JX-DW-34.1-CS

JX-DW-35.6-CS

JX-DW-37.5-CS

JX-DW-38.5-CS

JX-DW-39.6-CS

JX-DW-40.5-CS

JX-DW-41.5-CS

JX-DW-42.2-CS

JX-DW-44-CS

JX-DW-6.1-SS

JX-DW-6.8-SS

JX-DW-7.3-SS

JX-DW-7.6-SS

JX-DW-8.1-SS

JX-DW-8.6-SS

JX-DW-9.1-SS

JX-DW-9.6-SS

JX-DW-10.1-SS

JX-DW-10.7-SS

JX-DW-11.3-SS

JX-DW-11.9-SS

JX-DW-12.6-SS

JX-DW-13.3-SS

JX-DW-13.7-SS

JX-DW-14-SS

JX-DW-14.8-SS

JX-DW-15.6-SS

JX-DW-15.8-SS

JX-DW-16.4-SS

JX-DW-17.3-SS

JX-DW-18.2-SS

JX-DW-19.2-SS

JX-DW-20.2-SS

JX-DW-21.2-SS

JX-DW-22.1-SS

JX-DW-22.6-SS

JX-DW-23.1-SS

JX-DW-24.2-SS

JX-DW-25.2-SS

JX-DW-25.8-SS

JX-DW-26.3-SS

JX-DW-27.5-SS

JX-DW-28.7-SS

JX-DW-30-SS

JX-DW-31.3-SS

JX-DW-32.7-SS

JX-DW-34.1-SS

JX-DW-35.6-SS

JX-DW-37.5-SS

JX-DW-38.5-SS

JX-DW-39.6-SS

JX-DW-40.5-SS

JX-DW-41.5-SS

JX-DW-42.2-SS

JX-DW-44-SS

JX-DW-45.8-65MN45.8 45 1.77 47 1.79JX-DW-45.8-CS JX-DW-45.8-SS

B

120° 95°

40°

A C

DIN 3017-1-2021 Clamps With Worm Gear Drive, Dhapes A and B

: 、 、Material 65MN Carbon steel Stainless steel
Unit:mm

Size

/P N

65MN Carbon steel Stainless steel

JX DIN30171-12A/B-5-65MN- 5 0.3~0.6

max. max. min. max. min.nom.
nom.

=
max.

min.

1.34.324.58 9 3.7 1.1 1.41 1.16

d
b1

01±
S

b2 h1 h3 n S2
t

0.3±

h2

1±

4.2

JX DIN30171-12A/B-7.5-65MN-12 8~12 7.5 0.4~0.8 1.35.82612 10 3.5 1.1 1.41 1.166

JX DIN30171-12A/B-9-65MN- 9 0.4~0.8 1.65.82/6.786/714 14 4 1.2 1.51 1.268

JX DIN30171-16A/B-5-65MN-

JX DIN30171-16A/B-7.5-65MN-16 10~16

JX DIN30171-16A/B-9-65MN-

JX DIN30171-18A/B-7.5-65MN-

JX DIN30171-18A/B-9-65MN-18 12~18

JX DIN30171-18A/B-12-65MN-

JX DIN30171-27A/B-7.5-65MN-

JX DIN30171-27A/B-9-65MN-27

JX DIN30171-27A/B-12-65MN- 6.78/7.787/8

JX DIN30171-29A/B-7.5-65MN-29 18~29 7.5 0.4~0.8 1.35.82612 10 3.5 1.1 1.41 1.166

JX DIN30171-32A/B-9-65MN-
32

JX DIN30171-32A/B-12-65MN-
20~32

JX DIN30171-40A/B-9-65MN-

JX DIN30171-40A/B-12-65MN-
40

JX DIN30171-45A/B-9-65MN-
45

JX DIN30171-45A/B-12-65MN-

JX DIN30171-50A/B-9-65MN-
50

JX DIN30171-50A/B-12-65MN-

JX DIN30171-60A/B-9-65MN-
60

JX DIN30171-60A/B-12-65MN-

JX DIN30171-70A/B-9-65MN-

JX DIN30171-70A/B-12-65MN-
70

JX DIN30171-80A/B-9-65MN-

JX DIN30171-80A/B-12-65MN-
80

JX DIN30171-90A/B-9-65MN-

JX DIN30171-90A/B-12-65MN-
90

JX DIN30171-100A/B-9-65MN-

JX DIN30171-100A/B-12-65MN-
100

JX DIN30171-110A/B-9-65MN-

JX DIN30171-110A/B-12-65MN-
110

JX DIN30171-120A/B-9-65MN-

JX DIN30171-120A/B-12-65MN-
120

JX DIN30171-130A/B-9-65MN-

JX DIN30171-130A/B-12-65MN-
130

JX DIN30171-140A/B-9-65MN-

JX DIN30171-140A/B-12-65MN-
140

JX DIN30171-150A/B-9-65MN-

JX DIN30171-150A/B-12-65MN-
150

JX DIN30171-160A/B-9-65MN-

JX DIN30171-160A/B-12-65MN-
160

5 0.3~0.6 1.34.324.58 9 3.7 1.1 1.41 1.164.2

7.5 0.4~0.8 1.35.82612 10 3.5 1.1 1.41 1.166

9 0.4~0.8 1.65.82/6.786/714 14 4 1.2 1.51 1.268

12 0.5~1 1.66.78/7.787/820 16 4 1.2 1.51 1.268

7.5 0.4~0.8 1.35.82612 10 3.5 1.1 1.41 1.166

9 0.5~1 1.66.78714 14 4 1.2 1.51 1.268

16~27

12 0.5~1 1.620 16 4 1.2 1.51 1.268

7.5 0.4~0.8 1.35.82612 10 3.5 1.1 1.41 1.166

9 0.5~1 1.66.78714 14 4 1.2 1.51 1.268

6.78/7.787/812 0.5~1 1.620 16 4 1.2 1.51 1.268

9 0.5~1 1.66.78714 14 4 1.2 1.51 1.268

25~40
12 0.5~1 1.620 16 4 1.2 1.51 1.268

9 0.5~1 1.66.78714 14 4 1.2 1.51 1.268

30~45
12 0.5~1 1.620 16 4 1.2 1.51 1.268

9 0.5~1 1.66.78714 14 4 1.2 1.51 1.268

6.78/7.787/8

6.78/7.787/8

35~50
12 0.5~1 1.620 16 4 1.2 1.51 1.268

9 0.5~1 1.66.78714 14 4 1.2 1.51 1.268

6.78/7.787/8

40~60
12 0.5~1 1.620 16 4 1.2 1.51 1.268

9 0.5~1 1.66.78714 14 4 1.2 1.51 1.268

6.78/7.787/8

JX DIN30171-22A/B-7.5-65MN-

JX DIN30171-22A/B-9-65MN-22 12~22

JX DIN30171-22A/B-12-65MN- 12 0.5~1 1.66.78/7.787/820 16 4 1.2 1.51 1.268

7.5 0.4~0.8 1.35.82612 10 3.5 1.1 1.41 1.166

9 0.5~1 1.66.78714 14 4 1.2 1.51 1.268

50~70
12 0.5~1 1.620 16 4 1.2 1.51 1.268

9 0.5~1 1.66.78714 14 4 1.2 1.51 1.268

6.78/7.787/8

60~80
12 0.5~1 1.620 16 4 1.2 1.51 1.268

9 0.5~1 1.66.78714 14 4 1.2 1.51 1.268

6.78/7.787/8

70~90
12 0.5~1 1.620 16 4 1.2 1.51 1.268

9 0.5~1 1.66.78714 14 4 1.2 1.51 1.268

6.78/7.787/8

80~100
12 0.5~1 1.620 16 4 1.2 1.51 1.268

9 0.5~1 1.66.78714 14 4 1.2 1.51 1.268

6.78/7.787/8

90~110
12 0.5~1 1.620 16 4 1.2 1.51 1.268

9 0.5~1 1.66.78714 14 4 1.2 1.51 1.268

6.78/7.787/8

100~120
12 0.5~1 1.620 16 4 1.2 1.51 1.268

9 0.5~1 1.66.78714 14 4 1.2 1.51 1.268

6.78/7.787/8

110~130
12 0.5~1 1.620 16 4 1.2 1.51 1.268

9 0.5~1 1.66.78714 14 4 1.2 1.51 1.268

6.78/7.787/8

120~140
12 0.5~1 1.620 16 4 1.2 1.51 1.268

9 0.5~1 1.66.78714 14 4 1.2 1.51 1.268

6.78/7.787/8

130~150
12 0.5~1 1.620 16 4 1.2 1.51 1.268

9 0.5~1 1.66.78714 14 4 1.2 1.51 1.268

6.78/7.787/8

140~160
12 0.5~1 1.620 16 4 1.2 1.51 1.268

9 0.5~1 1.66.78714 14 4 1.2 1.51 1.268

6.78/7.787/8

JX DIN30171-12A/B-5-CS-

JX DIN30171-12A/B-7.5-CS-

JX DIN30171-12A/B-9-CS-

JX DIN30171-16A/B-5-CS-

JX DIN30171-16A/B-7.5-CS-

JX DIN30171-16A/B-9-CS-

JX DIN30171-18A/B-7.5-CS-

JX DIN30171-18A/B-9-CS-

JX DIN30171-18A/B-12-CS-

JX DIN30171-27A/B-7.5-CS-

JX DIN30171-27A/B-9-CS-

JX DIN30171-27A/B-12-CS-

JX DIN30171-29A/B-7.5-CS-

JX DIN30171-32A/B-9-CS-

JX DIN30171-32A/B-12-CS-

JX DIN30171-40A/B-9-CS-

JX DIN30171-40A/B-12-CS-

JX DIN30171-45A/B-9-CS-

JX DIN30171-45A/B-12-CS-

JX DIN30171-50A/B-9-CS-

JX DIN30171-50A/B-12-CS-

JX DIN30171-60A/B-9-CS-

JX DIN30171-60A/B-12-CS-

JX DIN30171-70A/B-9-CS-

JX DIN30171-70A/B-12-CS-

JX DIN30171-80A/B-9-CS-

JX DIN30171-80A/B-12-CS-

JX DIN30171-90A/B-9-CS-

JX DIN30171-90A/B-12-CS-

JX DIN30171-100A/B-9-CS-

JX DIN30171-100A/B-12-CS-

JX DIN30171-110A/B-9-CS-

JX DIN30171-110A/B-12-CS-

JX DIN30171-120A/B-9-CS-

JX DIN30171-120A/B-12-CS-

JX DIN30171-130A/B-9-CS-

JX DIN30171-130A/B-12-CS-

JX DIN30171-140A/B-9-CS-

JX DIN30171-140A/B-12-CS-

JX DIN30171-150A/B-9-CS-

JX DIN30171-150A/B-12-CS-

JX DIN30171-160A/B-9-CS-

JX DIN30171-160A/B-12-CS-

JX DIN30171-22A/B-7.5-CS-

JX DIN30171-22A/B-9-CS-

JX DIN30171-22A/B-12-CS-

JX DIN30171-12A/B-5-SS-

JX DIN30171-12A/B-7.5-SS-

JX DIN30171-12A/B-9-SS-

JX DIN30171-16A/B-5-SS-

JX DIN30171-16A/B-7.5-SS-

JX DIN30171-16A/B-9-SS-

JX DIN30171-18A/B-7.5-SS-

JX DIN30171-18A/B-9-SS-

JX DIN30171-18A/B-12-SS-

JX DIN30171-27A/B-7.5-SS-

JX DIN30171-27A/B-9-SS-

JX DIN30171-27A/B-12-SS-

JX DIN30171-29A/B-7.5-SS-

JX DIN30171-32A/B-9-SS-

JX DIN30171-32A/B-12-SS-

JX DIN30171-40A/B-9-SS-

JX DIN30171-40A/B-12-SS-

JX DIN30171-45A/B-9-SS-

JX DIN30171-45A/B-12-SS-

JX DIN30171-50A/B-9-SS-

JX DIN30171-50A/B-12-SS-

JX DIN30171-60A/B-9-SS-

JX DIN30171-60A/B-12-SS-

JX DIN30171-70A/B-9-SS-

JX DIN30171-70A/B-12-SS-

JX DIN30171-80A/B-9-SS-

JX DIN30171-80A/B-12-SS-

JX DIN30171-90A/B-9-SS-

JX DIN30171-90A/B-12-SS-

JX DIN30171-100A/B-9-SS-

JX DIN30171-100A/B-12-SS-

JX DIN30171-110A/B-9-SS-

JX DIN30171-110A/B-12-SS-

JX DIN30171-120A/B-9-SS-

JX DIN30171-120A/B-12-SS-

JX DIN30171-130A/B-9-SS-

JX DIN30171-130A/B-12-SS-

JX DIN30171-140A/B-9-SS-

JX DIN30171-140A/B-12-SS-

JX DIN30171-150A/B-9-SS-

JX DIN30171-150A/B-12-SS-

JX DIN30171-160A/B-9-SS-

JX DIN30171-160A/B-12-SS-

JX DIN30171-22A/B-7.5-SS-

JX DIN30171-22A/B-9-SS-

JX DIN30171-22A/B-12-SS-

Part Number Designation
JX-DIN30171  -  12A       -      5      -       65MN

Type                Size Width      Material
and                Code       Code           Code

Material

:Mateial 65MN

:Mateial Carbon steel

Part Number Designation
JX-DIN30171  -  12A       -      5        - CS

Type                Size Width      Material
and                Code       Code           Code

Material
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B Type

STAMPING FASTENERS SERIES


